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NOTIFICATION TO ABANDON/SUSPEND
	Operator
:
	

	Well Name
:
	


Information submitted in this document is privileged under subsection 119 (2) of the Canada-Newfoundland Atlantic Accord Implementation Act (Canada) and sub-section 115 (2) of the Canada-Newfoundland and Labrador Atlantic Accord Implementation Newfoundland and Labrador Act, and shall not be released or made public except as provided for in that Act.

	Instructions:
1) To avoid delays in receiving C-NLOPB concurrance, operators should submit this notification with relevant logs, for review as soon as possible but no later than five working days prior the commencement of the abandonment or suspension. If logs are still being obtained or processed at the time of submission, they should be submitted as soon as they are available. Acknowledgement of the notification submission can only be provided after all log data has been received and reviewed.
Note: For any abandonment or suspension due to unforseen circumstances please allow a minimum of one day for review.
2) This notification should be submitted via e-mail to the C-NLOPB Information Resources Center (information@cnlopb.ca) in both MS Word and pdf format.  The Well Operations Engineer should be copied on the correspondence.

3) In the case where an abandonment or suspension operation is being carried out under an Application for Approval to Alter the Condition of a Well (ACW), a Notification to Abandon/Suspend is not required.

4) A Well Termination Record recording the details of the abandonment or suspension should be provided to the Board within 30 days of completing operations.


1.0 Well Abandonment / Suspension: 

Indicate whether the well is to be abandoned or suspended. In the case of well suspension, indicate the anticipated duration of the suspension and the future plans for the well and the monitoring activities that will be conducted while the well is suspended.
	[Please type here]




2.0 PLUGGING PROGRAM
In the case where a zone, pool or well (or part of a well) is to be suspended or abandoned, a description of the plugging program should be provided.  This description should focus on the manner in which the program is designed to meet the requirements specified in sections 56-59 of the Newfoundland Offshore Petroleum Drilling and Production Regulations
 and associated guidelines. In the case of subsea wells that are to be permanently abandoned, any plans for the recovery of the wellhead, guidebase and any other subsea equipment, together with any plans to conduct a ROV seabed clearance survey, should also be indicated.

	[Please type here]




Complete the following table:
Note: The depth/interval should be listed in m Measured Depth Rotary Table (mRT MD) and True Vertical Depth (mRT TVD).
	Plug #
	Description
	Depth/Interval


	Pressure Test
	Tagging

	
	
	
	Proposed Pressure Test (kPa)
	Well Fluid Density (kg/m3)
	To be Tagged (Yes/No)
	Tagging Weight

(MT)

	
	
	mRT (MD)
	mRT (TVD)
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


In the case of cement plugs, a description of the composition of the slurries should be provided below:

	[Please type here]




In the case where a liner or casing string is set as part of an abandonment or suspension and is part of the primary or secondary well barrier envelope; please fill out the following table:

	Liner or Casing
	Depth/Interval

(mRT MD/TVD)
	Pressure Test
	Top of Cement behind casing/liner
	Cement Validation Method

	
	
	Proposed Pressure Test (kPa)
	Well Fluid Density (kg/m3)
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


Provide commentary confirming that any annulus that is open to a hydrocarbon bearing zone or a discrete pressure zone is isolated at the time of abandonment.

	[Please type here]




3.0 PLANNED OPERATIONAL SEQUENCE:

Provide a high level operational sequence for the abandonment operation describing the equipment to be used and the pressure tests to be performed on the equipment.
	[Please type here]




4.0       WELL BARRIER DIAGRAMS 

Attach the individual well barrier diagrams for the various stages of the abandonment or suspension operation.  There should be a separate diagram included for any stage at which the well barriers envelopes would be re-defined.  These diagrams should include all well control equipment installed on the well, define the primary and secondary well barrier envelopes, list each element within the barrier envelope, and note the criteria used to validate it.  (Reference the NORSOK Standard D-010 for further guidance.)
5.0 WELLBORE SCHEMATIC:

Attach a proposed schematic of the well showing the position of any plugs and any other pertinent information regarding the final proposed configuration of the abandoned or suspended well.

6.0 GEOLOGIC TOPS
Note: The depth should be listed as Meters Subsea True Vertical Depth (mSS TVD) and Meters Rotary Table Measured Depth (mRT MD).
	Formation Top or Zone
	Depth

<Insert the reference log name here.>

	
	mSS (TVD)
	mRT (MD)

	
	
	

	
	
	

	
	
	


Note:  Reference to geologic tops and/or targeted formations within this notification must agree, where applicable, with pool and/or zone names as designated by the         C-NLOPB's Chief Conservation Officer.
� The Operator is the entity that has been issued the Operating License and the Operations Authorization.


� The name of the well should be the full legal name as assigned by the Board when the Application for Approval to Drill a Well (ADW) was issued.


�  There are federal and provincial versions of these regulations – the federal version is referenced here.





